Herman Frank
Audio Rider

Front Of House

Speaker system specifications

A fully rigged and connected professional system, well-suited for the venue

capacity in terms of power and max SPL. The system must be completely

connected and operational at the arrival of the Artists. Preferably line array-systems.

E.g. L´Acoustic V-dosc, Electro Voice x-line, Martin Audio, Meyer Sound, Adamson

The house console must be set up in front of stage at the audience level. It should not be under balconies or under a low ceiling !!!! Should you have problems on that, below-mentioned sound engineer should be informed.

Front of House console specifications

High quality  32 Channel, FOH-console  with 4-band full sweep

parametric equalization on all channels. 4 auxiliary outputs, 4 Stereo returns !!!

and 8 VCAs. All should be well-illuminated !!!

E.g. Midas XL, Heritage  - Soundcraft S5, MH4 - Yamaha PM

Or high quality digital console like Yamaha PM5D, M7CL or Soundcraft Vi6/4

Drive rack specifications

The drive rack  should contain a professional stereo graphic 1/3 octave equaliser

(Klark Teknik DN 360, DN9340E)

This Equaliser should be there, even when a digital console is used

A professional CD player

At digital desks an iPod connection should be installed

Effect rack specifications (when analog desk is used)

The effect rack should contain at least 2 high quality reverbs, one multieffect and one high quality delay unit. All should be well-illuminated !!!

E.g.

1x Lexicon PCM 70/81/91/ t.c.

2x Yamaha SPX 900/990/1000/2000/ t.c. M1

1x t.c. Electronic D-Two/2290

Insert rack specifications (when analog desk is used)

The insert rack should contain at least eight high quality gates and at least six

high quality compressors. Both capable of processing the sound without any

artifacts or distortion. All should be well-illuminated !!!

E.g.

6 channel Drawmer DS-201 Gates

5 channel DBX 160 A Comps

A local engineer should be available for support upon the arrival of the Artists.

Monitor










Monitor Console specifications

High quality analogue, 32 Channel, Monitor-console with 4-band full sweep

parametric equalization on all channels. Ready for at least 7 different mixes. All should be well-illuminated !!!

E.g. Midas XL, Heritage  - Soundcraft S5, MH4 - Yamaha PM

Or high quality digital console like Yamaha PM5D, M7CL or Soundcraft Vi6/4

Insert rack specifications (when analog console is used)

The insert rack should contain at least 7 high quality 30/31-band grafic Eqs

e.G. Klark Teknik DN 360/370/31/9340

six channels of high quality gates (when analog board is used)

e.G. Drawmer DS-201/DS404
All should be well-illuminated !!!

Monitor speaker system specifications

1x professional 3-way active Drum-fill with separate sub

4x (pairs) professional bi-amped wedges (2x12”+2” or 1x15”+2” or 2x15”+2”)

2x professional 3-way active Side-fills

All well suited for the venue capacity in terms of power and max SPL. The system must be completely connected and operational upon the arrival of the Artists.

Miscellaneous

Microphones, D.I.s  and Stands according to the bands input list with all necessary cables and connections are required.

A drum riser 3x2x0,6m and backline power according to the backline specification is required.

Sound engineer (Martin Leissner) : m.leissner@freenet.de
Herman Frank Input list 2010

Ch. Instrument Mic./D.I. Insert Stand position 

1 Kick Beta52 Gate small boom Drum riser 

2 Kick Beta91 Gate Drum riser 

3 Snare Top SM57 small boom Drum riser 

4 Snare Bottom SM57 small boom Drum riser 

5 HiHat stage left SM81 small boom Drum riser 

6 Tom 1 e604 Gate ./. Drum riser 

7 Tom 2 e604 Gate ./. Drum riser 

8 Tom 3 e604 Gate ./. Drum riser 

9 Tom 4 e604 Gate ./. Drum riser 

10 Ride SM81 small boom Drum riser 

11 Overhead SM81 big boom Drum riser 

12 Overhead SM81 big boom Drum riser 

13 Bass D.I. D.I. Comp ./. stage left 

14 Bass Mic SM58 small boom stage left 

15 Guitar SR SM57 small boom Stage right 

16 Guitar SR SM57 small boom Stage right 

17 Guitar SL SM 57 small boom stage left 

18 Guitar SL SM57 small boom stag left 

19 Vocals Guitar Beta58 Comp big boom center right 

20 Vocals Lead Beta58 Comp big boom Center stage 

21 Vocals Bass Beta58 Comp big boom Stage left 

22 Vocals Guitar Beta58 Comp big boom stage left
